When ordering, please indicate the NOK part number and the relevant dimensions.

Check the Guide to Allowable Operating Conditions on pages E-8 and E-9 for relevant information on the seal selected before use.

| Lip Material | NBR : NOK A727  
<p>|              | ACM : NOK T303 |
| Reference    | If you wish to use the D type oil seal with non-standard dimensions, use two S Type oil seals together instead. |</p>
<table>
<thead>
<tr>
<th>Shaft diameter (d)</th>
<th>Outside diameter (D)</th>
<th>Width (b)</th>
<th>Nitrile rubber (NBR)</th>
<th>Acrylic rubber (ACM)</th>
<th>Nitrile rubber (NBR)</th>
<th>Acrylic rubber (ACM)</th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>35</td>
<td>10</td>
<td>AW 1015 E0</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>22</td>
<td>40</td>
<td>10</td>
<td>AW 1140 E1</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>35</td>
<td>55</td>
<td>11</td>
<td>AW 2085 E1</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>45</td>
<td>70</td>
<td>15</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>50</td>
<td>72</td>
<td>18</td>
<td>—</td>
<td>—</td>
<td>AW 2870 J0</td>
<td>—</td>
</tr>
<tr>
<td>55</td>
<td>78</td>
<td>18</td>
<td>—</td>
<td>—</td>
<td>AW 3057 E0</td>
<td>—</td>
</tr>
<tr>
<td>60</td>
<td>82</td>
<td>18</td>
<td>—</td>
<td>—</td>
<td>AW 3225 E0</td>
<td>—</td>
</tr>
<tr>
<td>60</td>
<td>85</td>
<td>22</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>AW 3237 F0</td>
</tr>
<tr>
<td>65</td>
<td>90</td>
<td>13</td>
<td>AW 3409 E0</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>70</td>
<td>92</td>
<td>14</td>
<td>—</td>
<td>AW 3521 F0</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>70</td>
<td>92</td>
<td>15</td>
<td>—</td>
<td>AW 3522 E1</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>75</td>
<td>100</td>
<td>20</td>
<td>—</td>
<td>—</td>
<td>AW 3623 E0</td>
<td>—</td>
</tr>
<tr>
<td>80</td>
<td>105</td>
<td>20</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>AW 3747 F0</td>
</tr>
<tr>
<td>90</td>
<td>115</td>
<td>20</td>
<td>—</td>
<td>—</td>
<td>AW 3935 E1</td>
<td>AW 3935 F0</td>
</tr>
<tr>
<td>90</td>
<td>125</td>
<td>28</td>
<td>—</td>
<td>—</td>
<td>AW 3946 E0</td>
<td>—</td>
</tr>
<tr>
<td>95</td>
<td>120</td>
<td>20</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>AW 3997 F0</td>
</tr>
<tr>
<td>100</td>
<td>125</td>
<td>20</td>
<td>—</td>
<td>—</td>
<td>AW 4068 E0</td>
<td>—</td>
</tr>
<tr>
<td>110</td>
<td>140</td>
<td>22</td>
<td>—</td>
<td>—</td>
<td>AW 4215 E1</td>
<td>—</td>
</tr>
<tr>
<td>115</td>
<td>145</td>
<td>22</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>AW 4287 F0</td>
</tr>
<tr>
<td>125</td>
<td>155</td>
<td>22</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>AW 4401 E0</td>
</tr>
<tr>
<td>130</td>
<td>160</td>
<td>22</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>AW 4455 E0</td>
</tr>
</tbody>
</table>